
#L010072

ANAHEIM
AUTOMATION
MOTOR CABLE

MOTOR
PHASE

RED PHASE 1
RED/ WHT PHASE 3
GRN PHASE 2
GRN/ WHT PHASE 4
WHT COM 2 & 4
BLK COM 1 & 3

NEMA 23 L SERIES HIGH TORQUE MOTOR

CONNECTION
FOR 8 LEAD MOTOR

LEAD COLOR MOTOR PHASE

4 – LEAD BLK PHASE 1
BIPOLAR SERIES ORG PHASE 3

RED PHASE 2
YEL PHASE 4
WHT/ BLK & WHT/ ORG COMMON
WHT/ RED & WHT/ YEL COMMON

4- LEAD BLK & WHT/ORG PHASE 1
BIPOLAR PARALLEL ORG & WHT/BLK PHASE 3

RED & WHT/YEL PHASE 2
YEL & WHT/RED PHASE 4

6 – LEAD BLK PHASE 1
UNIPOLAR ORG PHASE 3

RED PHASE 2
YEL PHASE 4
WHT/ BLK & WHT/ ORG COM PHASE 1&3
WHT/ RED & WHT/ YEL COM PHASE 2&4

MOTOR STACK
 LENGTH

“ L ”
inches, (mm)

1/2 1.7 (43,4)
1 2.15 (54,61)
2 3.10 (78,8)
3 4.0 (101,6)
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