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23L Series - High Torque Stepper Motors23L Series - High Torque Stepper Motors

• 1.8o or 0.9o Step Angle (see 23L9)
• High Torque - Up to 384 oz-in (320 for 23L9)
• High Step Accuracy and Resolution
• Low Vibration and Noise
• Can be Customized for

- Shaft Options
- Cables and Connectors

• RoHS Comliant

The 23L Series High Torque Stepper Motors offer a great value without sacrificing quality. These motors
were designed to offer the highest possible torque while minimizing vibration and audible noise. A broad
line of motor windings and stack lengths are available off-the-shelf. The standard 8-lead motors can be
connected in all possible configurations: series, unipolar, or parallel, to allow the maximum flexibility for
your application. we can also customize the winding to perfectly match voltage, current, and maximum
operating speed to meet your requirements.
See Accessories on our website for optional motor adders such as encoders, brakes, cables,
connectors, and gearboxes.
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8WL-S200L32 32 00.66 707.0 0.1 414.1 0.82 318100.0 8.1 52.0 8 50.1 07.1

8WL-S400L32 32 00.66 414.1 0.2 828.2 318100.0 8.1 52.0 8 50.1 07.1

8WL-S600L32 32 00.66 121.2 0.3 242.4 318100.0 8.1 52.0 8 50.1 07.1

8WL-S201L32 32 00.151 707.0 0.1 414.1 0.04 588300.0 8.1 52.0 8 45.1 51.2

8WL-S401L32 32 00.151 414.1 0.2 828.2 0.01 588300.0 8.1 52.0 8 45.1 51.2

8WL-S601L32 32 00.151 121.2 0.3 242.4 4.4 588300.0 8.1 52.0 8 45.1 51.2

8WL-S801L32 32 00.151 828.2 0.4 656.5 0.2 588300.0 8.1 52.0 8 02.2 51.2

8WL-S202L32 32 00.622 707.0 0.1 414.1 437600.0 8.1 52.0 8 02.2 01.3

8WL-S402L32 32 00.622 414.1 0.2 828.2 4.41 437600.0 8.1 52.0 8 02.2 01.3

8WL-S602L32 32 00.622 121.2 0.3 242.4 4.6 437600.0 8.1 52.0 8 02.2 01.3

8WL-S012L32 32 00.622 535.3 0.5 070.7 6.1 437600.0 8.1 52.0 8 02.2 01.3

8WL-S303L32 32 00.483 160.1 5.1 121.2 4.02 882800.0 8.1 52.0 8 02.3 50.4

8WL-S603L32 32 00.483 121.2 0.3 242.4 8.21 882800.0 8.1 52.0 8 02.3 50.4

8WL-S013L32 32 00.483 535.3 0.5 070.7 80.1 882800.0 8.1 52.0 8 02.3 50.4

8WL-S4009L32 32 00.66 414.1 0.2 828.2 8.4 318100.0 9.0 52.0 8 50.1 07.1

8WL-S4019L32 32 00.151 414.1 0.2 828.2 0.01 588300.0 9.0 52.0 8 45.1 51.2

8WL-S6029L32 32 00.662 121.2 0.3 242.4 437600.0 9.0 52.0 8 02.2 01.3

8WL-S4039L32 32 00.063 414.1 0.2 828.2 0.42 882800.0 9.0 52.0 8 02.3 01.3

8WL-S6039L32 32 00.063 121.2 0.3 242.4 882800.0 9.0 52.0 8 02.3 50.4
Notes: The 7th character “S” denotes a single shaft, use “D” for double shaft.   Custom leadwires, cables, connectors, and
windings are available upon request.
L010561

 • NEMA 23 Frame Size
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(All units are inches)
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