MOTION CONTROL MADE EASY

ELECTRICAL SPECIFICATIONS

42D112-12AD

MECHANICAL SPECIFICATIONS

~

.

INSULATION RESISTANCE — 1000 MEGAOHMS MIN
(WITH 500 VDC APPLIED, WINDING TO CASE.)

MODEL RATED RATED STATIC DETENT ROTOR
NUMBER* |RES./PHASE| CURRENT | VOLTAGE |INDUCTANCE TORQUE TORQUE INERTIA WEIGHT LENGTH
(ohms) (amps) (vDC) (mh) (0z. in.) (0z. in.) (Ib. in.2) (Ibs.) (in.)
42D112-12AD| .60 6.10 3.6 5.3 1125 30 275 15 6.99
.50 PIPE TAP WITH .56 ID
INSULATED GROMMET g & g3 P2 & g4
COMMON COMMON
A 78
@9 ®1
® 6 ® 8
g1 g2 g4 JUMPER
6-LEAD CONNECTION OF) ® 4
9 JUMPER 5 JUMPER 4
h-O—0, O—O-m; | 5, L,
ZA 78
4—CLOEADE SERIES
- _ NNECT ION
A —® ® ® ©®= 28
7. ATTACH JUMPERS (AA2123) PER WIRING 6 2 8 7
INSTRUCT I ONS. ( JUMPER JUMPER
5. OPERATING TEMPERATURE — -55/125°C 4-LEAD PARALLEL CONNECTION
4. SHAFT RUNOUT — .002 MAX
3. RADIAL PLAY 1 LB LOAD — .001 MAX
2. END PLAY 2 LB LOAD — .003 MAX
1.
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